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Lazer
Frame:
Leading Edge - .230 (6mm) pultruded carbon @ 47”
Spine - .230 (6mm) pultruded carbon | Cut to �t
Lower Spreader - .230 (6mm) pultruded carbon @ 40”
Upper Spreader | .230 (6mm) pultrued carbon @ 11.5”
Stando� - .125 (3mm) solid carbon @ 4 3/8”

Bridle Dimensions:
Up-Haul - 51cm
Out-Haul - 47cm
In-Haul - 51cm

3D Printed Fittings:
4x 6mm C Clips - Armadillo
2x 3mm Sail Stay - Armadillo
1x 6mm Tail Stopper - Armadillo
1x Swiveling Cross Fitting | 6mm Spine, 6mm Spreader - Armadillo
4x Leading Edge Spreader Connector - 6mm LE, 6mm Spreader - 95A TPU 50% In�ll
3x 6mm Spar Pocket Cap - 95A TPU 50% In�ll
2x Stando� Connectors - 6mm Spreader, 3mm Stando� - 95A TPU 50% In�ll
1x Lazer Nose - 95A TPU 100% In�ll

Other materials:
2“ Dacron for Leading Edge
4“ Dacron for Nose
1” Dacron for spine
Mylar for spine, trailing edge, and center T reinforcement
1” 1.5oz Ripstop Nylon for Trailing Edge
Nock Endcaps for wing tips
Vinyl Endcaps for wing tips
170lb Spectra Bridle Line
100lb Bridle line for wing tip tensioning
1/4“ Grosgrain ribbon for wing tip tensioning

Sleeve Dimensions: 51” x 5”
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